
 

 

 

 

 

 

FEATURES 

·  Long Range 
The torch can reliably operate Visual Flame 
detectors at a range of up to 6m allowing the 
majority of installed detectors to be tested 
from the deck level. 

·  Portable 
The test torch is portable, supplied with its 
own transit case, and is designed for hand 
held operation by a single operator. 

·  Compatibility 
The test torch has been designed 
specifically for the Visual detector to ensure 
the correct operation of the Visual detection 
system. 

·  Robust and Reliable 
The test torch has been designed for the 
extreme offshore environmental conditions 
and approved Eexd for operation in a 
hazardous area.   

·  Reduced Maintenance Costs 
The long range capability of the test lamp 
removes the need for scaffold or ladder 
access to the detectors saving on 
maintenance cost. 

 

 

 

 

 

 

 

 

 

IR-FSTT83 

                  Flame Simulator Test Torch 

 
APPL ICATION 

·  The Micropack Visual Flame Simulator Test Torch is 
designed to test the correct operation of Visual Flame 
detectors. The flame simulator test torch produces a 
unique pattern that is recognised by the visual flame 
detector and produces an alarm output. All outputs 
from the visual flame detection system must be 
inhibited before any tests are conducted, as 
acknowledgement of correct operation is a fire signal. 

·   Based on a unique flame simulation technology 
developed by Micropack the test torch generates an 
accurate flame simulation capable of the tripping the 
Visual Flame detector into alarm. The flame simulation 
is battery powered and capable of long range 
operation. 

·  The test torch has been designed specifically for the 
Visual Flame detectors and is capable of operating at a 
range of up to 6m. This allows the flame simulator to 
be operated from the floor level greatly reducing 
maintenance cost for detector testing by removing the 
need for scaffold or ladder access. 

·  The torch has been designed for hand held use by a 
single operator and is a completely self-contained unit 
a single charge is sufficient to test in excess of one 
hundred detectors. 

 

 

 

 

 

Specification Data Sheet 



 

 

IR-FSTT83 Technical Specification 

 

  

 

 

 

 

Temperature 

Operating  :-20Cto+70C 

Storage  :-20Cto+80C 

Humidity : 0 to 100% RH 

Operating Voltage 

12VDC Nominal 

3AH Nickel-metal-hydride battery 

35W Typical Power Consumption 

Flame Sensitivity 

Coverage : 1 degree beam divergence 

Range   : 4m – 6m range unit 

Certification 

ATEX   : CE 0518 EEx-d, IIC T6 

Certification  : ISEeP 03STEX012 

Environmental : Ingress Protection to IP66 

EMC Directive : CE Certified 

Enclosure 

Ø150 x 150L Overall (mm) 

Shipping Weight: 2.5KG 

Material : LM25 (red epoxy coating) 

 

 

 

 

 

 

 

 

 

Mechanical Details 

 

 

Contact 

 
Micropack Engineering Ltd 
Fire Training Centre, Schoolhill, Portlethen, 
Aberdeen, AB12 4RR, Scotland 
Telephone.  
Facsimile.  
Email. 
Web site.   

: 
: 
: 
: 

+44 (0)1224 784055 
+44 (0)1224 784056 

info@micropack.co.uk 
http://www.micropack.co.uk 

 

  


